
















Hydranautics’ 30 years of spiral membrane
technology experience is built in to every
QUALSEP DairyRO membrane. Maximum
permeability combined with durable con-
struction make DairyRO the natural choice for
high performance and extended membrane life.

DairyRO is ideal for:
• Pre-concentrating milk or whey, reducing
equipment and operating costs

• Concentrating whey UF permeate, minimizing
effluent volume and reducing discharge fees

• Polishing whey or milk RO permeate for
plant reuse, reducing costs and reliance on
outside water supplies

All QUALSEP membranes are manufactured
using highly controlled, ISO 9001-compliant
processes, ensuring the highest quality and
most consistent, reliable performance
available. Experience a new level of product
confidence, cost savings and technology
excellence with QUALSEP.

High Performance Dairy
Process Membranes

● Hydranautics’ ultra-high
rejection RO membranes
provide maximum solids
yields and effluent BOD
reduction

● Meets FDA, Title 21
Regulations and 3A
Sanitary Standards for
Crossflow Membrane
Modules

● USDA Accepted – 
sizes 3838, 3840 and 8038

● All membranes
individually tested to
ensure reliable field
performance
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DairyRO 3838-30  . . . . . . . . .0.030 (0.076)  . . . . . . . . . .80 (7.4)  . . . . . . . . .38.00 (96.5)  . . . . . . . . . . .3.78 (9.6)  . . . . . . . .0.83 (2.11)

DairyRO 3840-30  . . . . . . . . .0.030 (0.076)  . . . . . . . . . .80 (7.4)  . . . . . . . . .38.75 (98.4)  . . . . . . . . . . .3.78 (9.6)  . . . . . . . .0.83 (2.11)

DairyRO 8038-30  . . . . . . . . .0.030 (0.076)  . . . . . . . .360 (33.4)  . . . . . . . . .38.00 (96.5)  . . . . . . . . . .7.90 (20.1)  . . . . . . .1.125 (2.86)

HydraPolish 8040-28  . . . . . .0.028 (0.071)  . . . . . . . .380 (35.2)  . . . . . . . .40.00 (102.0)  . . . . . . . . . .7.90 (20.1)  . . . . . . .1.125 (2.86)

Nominal Element Performance
Maximum

Maximum Pressure Drop
Element Feed Flow per Element, 
Type GPM (m3/hr) psig (bar)

DairyRO 3838-30  . . . . . . . . . .30 (6.8) . . . . . . . . . .15 (1.0)

DairyRO 3840-30  . . . . . . . . . .30 (6.8) . . . . . . . . . .15 (1.0)

DairyRO 8038-30  . . . . . . . . .80 (18.2) . . . . . . . . . .13 (0.9)

HydraPolish 8040-28  . . . . . .80 (18.2) . . . . . . . . . .13 (0.9)

Specifications

Type
Configuration  . . . . . . . . . . . . . . . . . . . . . . . .Sanitary (Full-Fit)
Membrane Polymer  . . . . . . . . . . . . . . . .Composite Polyamide

Application Data
Maximum Applied Pressure, psig (bar)  . . . . . . . . . . 600 (41.4)
Maximum Chlorine Concentration, PPM  . . . . . . . . . . . . . <0.1
Maximum Operating Temperature, °F (°C)  . . . . . . . .122° (50°)
Operating pH Range  . . . . . . . . . . . . . . . . . . . . . . . . .3.0 - 10.0
Cleaning pH Range . . . . . . . . . . . . . . . . . . . . . . . . . .2.0 - 11.0
Maximum Pressure Drop for a Vessel, psig (bar)  . . . . .60 (4.1)

Hydranautics Corporate: 401 Jones Road, Oceanside, CA 92054

Sales Offices Worldwide 1-800-CPA-PURE    Phone: 760-901-2500   Fax: 760-901-2578

Elements are vacuum sealed in a polyethylene bag containing less than 1.0% sodium meta-bisulfite solution, and then packaged in a cardboard box.  Hydranautics believes the
information and data contained herein to be accurate and useful.  The information and data are offered in good faith, but without guarantee, as conditions and methods of use
of our products are beyond our control.  It is the user’s responsibility to determine the appropriateness of Hydranautics’ products for the user’s specific end uses.

© Copyright 2001 Hydranautics All Rights Reserved   For updated product information, contact Hydranautics.                                                                                                0803/1K

Model Feed Spacer Area A B C
inches (cm) ft2 (m2) inches (cm) inches (cm) inches (cm)

3838, 3840, 8038 Style 8040 Style with ATDs
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